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NOTES: 
1, APPLICABLE STANDARDS/SPECEACATIONS: 
A. DOD-STD-00100C%AR) 


INSTALLATION INSTRUCTIONS 
MODEL 242 TRANSFER CASE 
a CONVERSION KIT 


SECTION L INTRODUCTION 


1-1. PURPOSE: THE PURPOSE OF THESE INSTRUCTIONS IS 10 PROVIDE A PROCEDURE FOR REMOVAL OF 
THE MODEL 218 TRANSFER CASE AND INSTALLATION OF MODEL 242 TRANSFER CASE CONVERSION tT 
ON M906 SERIES VEHICLES, EXCEPT M1097. 
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1-2 PRIOR TO WSTALUNG THIS KIT, VEHICLES, SERIAL NUMBERS 1 THROUGH 44624 BMUST BE RETRO 
FTITED WITH PARKREG BRAKE KIT 5705614 (KWO 9-2329-280-35-1). 


SECTION Il. CONVERSION KIT 


2-4, NEW BATERIAL CONVERSION KIT 57K3498 CONTAINS THE FOLLOWING ITEMS: 


PART NO. NOMENCLATURE am 
12339049 SCREW 4 
12539901 STRAP 2 
12339978 CONNECTOR 1 
12342618 DRIVESHAFT (MID) 1 
12342788 LAMP ASSY 1 
. 12342789 CABLE ASSY 4 
124471191 DRWESHAFT (REAR) 1 
(12447125 TRANSFER CASE (242) 1 
42460332 INSTALLATION INSTRUCTIONS 1. 
12480333 INSTALLATION DRAWING 1 
12460374 YOKE 1 
12460375 SUNGER 1 
12480376 NUT, 1 
MS9367-1-0 STRAP, TIEDOWN. 4 
MS21333-69 CLAMP 2 
AASS610-45 LOCKWASHER 4 
11501940 SCREW ri | 
“164359 SCREW 2 
444476 ELBOW 1 
2-2 THE FOLLOWING NATERIAL tS REQUIRED, BUT NOT INCLUDED IN THE KIT: 


PART NO, NOMENCLATURE am 
MIL-G-10924 GREASE (GAA) : AR 
51631 SEALING COMPOUND AR 


23. EXISTING MATERIAL. ALI. MATERIAL REMOVED AHD NOT REUSED DURING INSTALLATION 
WAL BE RETURNED TO STOCK FOR DISPOSMON IN ACCORDANCE WITH AR 725-50. 
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SECTION Ill, INSTALLATION PROCEDURE 


3-1, VEHICLE PREPARATION. 
A. PLACE VEHICLE ON JACK STANDS. (REFER TO TM 8-2320-280-20.) 


B. DRAIN TRANSFER CASE. (REFER TO TM 9-2320-280-20.) 
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DISCONNECT BATTERY GROUND CABLES. (REFER TO TM $-2320-280-20,) 
REMOVE WUFFLER SUPPORT BRACKET FAGM TRANSFER CASE. (REFER TO T™ 9-2320-280-20.) 
DISCONNECT FRONT MID-DAIVESHAFT FROM TRANSFER CASE (REFER TO TM 9-2320-260-20.) 
REMOVE REAR DRIVESHAFT. (REFER TO TM S-2320-280-20.) RETAIN U-BOLTS AND’ NUTS. 
NOTE 
STEP “G” APPUES TO VEHICLES S/N 1 THROUGH 44824 ONLY. 
REWOVE COMPANION FLANGE ANO PARKING BRAKE ROTOR. (REFER TO TM 9-23-20-280-34.) 
REMOVE MODEL 218 TRANSFER CASE. (REFER TO TM 9-2320-280-34.) ‘ 
REMOVE SPEEDOMETER DAIVEN GEAR. (REFER TO TM 9-2320-280-20.) 
REMOVE FRONT MID DRIVESHAFT FROM FRONT SHAFT AND VEHICLE AS SHOWN iN FIGURE 1. 
MODEL 242 TRANSFER CASE INSTALLATION. 


INSTALL SPEEDOMETER DRIVEN GEAR ON 12447125 TRANSFER CASE AS SHOWN IN FIGURE 2 
(REFER TO TH 9-2320-280-20.) 


INSTALL 444476 ELBOW AND 12339378 CONNECTOR ON TRANSFER CASE AS SHOWN IN FIGURE 2. 
(REFER TO TM 9-2320-280-20.) 


INSTALL 12342618 FAONT MID DRIVESHAFT ON FRONT SHAFT AS SHOWN IN FIGURE 1. 
INSTALL TRANSFER CASE ON TRANSMISSION, (REFER TO TM 9-2320-280-34.) 


CUT 7 IICHES FROM ENO OF VENT HOSE BEFORE INSTALLING VENT HOSE ON TRANSFER CASE 
CONNECTOR AS SHOWN IN FIGURE 2. 


CONNECT FRONT MID DAIVESHAFT TO TRANSFER CASE WOH TWO EXUSTING U-BOLTS, FOUR 
AASS610-45 LOCKWASHERS, AND EXISTING NUTS. (REFER TO TM 9-2320-285-20,) 


NOTE 
STEP “G” APPLIES TO VEHICLES S/N 1 THROUGH 44824 ONLY. 


INSTALL 12460375 SLINGER ON 12460374 YOKE AS SHOWN IN FIGURE 3 AND INSTALL ON REAR 
DE-FERENTIAL AND SECURE WITH 12460376 NUT. (REFER TO 1M 3-2320-280-34.) 


INSTALL 12447113-1 REAR DRIVESHAFT IN TRANSFER CASE AND ON YOKE WITH TWO 12339301 
STRAPS AND FOUR 12339049 SCREWS. (REFER TO TM 9-2320-280-20.) 


USING TWO EXSTING SCREWS ON TRANS SHIFT TOWER, LOCATE, MARK, AND DRILL 1.001NCH 
DIAMETER HOLE IN CARGO FLOOR AS SHOWN RN FIGURE 4. 
prey 


USING HOLE DRILLED WN STEP “T” AS A REFEARRNCE, LOCATE, MARK, AND DAILEL TWO 0.1884NCH 
DIAMETER HOLES IN CARGO FLOOR AS SHOWN IN FIGURE 4. 


INSTALL, 12342788 LAMP ASSEMBLY WITH TWO 164359 SCREWS TO CARGO FLOOR AS SHOWN IN 
FAGURE 5. 


ROUTE 12342789 CABLE ASSEMBLY ALONG SPEEDOMETER CABLE AND CONNECT SINGLE LEAD 
511A TO LAMP ASSEMBLY LEAD 511 AS SHOWN IN FIGURE 5. 


INSTALLATION INSTRUCTIONS, 12460332 


MODEL 242 TRANSFER CASE 
CONVERSION KIT 57K3498 


ERR AMG P9511 


ML CONNECT LAMP ASSEMBLY GROUND LEAD 57 TO REAR OF LEFT CYUNOER HEAD WITH 11501949 
SCREW AS SHOWN IN FIGURE 5. 


MN. CONNECT CABLE ASSEMBLY LEADS 511A AND 511B 10 TWO TRANSFER CASE LEADS 511 AS 
SHOWN IN FIGURE 6. ‘ 


0. SECURE CABLE ASSEMBLY TO SPEEDOMETER CABLE AS NECESSARY WITH FOUR MS3367-1-0 
TIEDOWN STRAPS AS SHOWN IN FIGURES 6 AND 9. 


P. DISCONNECT HARNESS LEAD 458A FROM TEMPERATURE SENDER LEAD 458 AS SHOWN W FIGURE 7, 
Q. CONNECT HARNESS LEAD 458A TO CABLE ASSEMBLY LEAD 458C AS SHOWN IN FIGURE 8. 


RR CONNECT TEMPERATURE SENDER LEAD 458 TO CABLE ASSEMBLY LEAD 458D ON AS SHOWN IN 
FIGURE 8. 


S. USING EXISTING DIPSTICK BRACKET MOUNTING SCREWS, SECURE CABLE ASSEMBLY TO 
DIPSTICK BRACKETS WITH TWO MS21333-69 CLAMPS AS SHOWN IN FIGURE 9. ? 


33, FNAL PREPARATION. 
A. INSTALL MUFFLER SUPPORT BRACKET ON TRANSFER CASE. (REFER TO TH 9-2320-280-20.) 
BL FILL TRANSFER CASE AND LUBRICATE DRIVESHAFTS. (REFER TO TM $-2320-260-20) ; 
C. CONNECT BATTERY GROUND CABLES. (REFER TO TM 9-2320-280-20.) 
D. REMOVE VEHICLE FROM JACK STANDS. (REFER TO TM 9-2320-280-20.) 


ROAD TEST VBUCLE. (REFER TO TM 9-2320-280-10.) 
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